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GALVANIC 
ISOLATION:

Phase
control

OON/OFF
control

OUTPUT:

125 A
2x

Sup.

FEATURES:

O������
Output type Quanti ty Range Remarks

Voltage (Master/Slave) 1 6 ...12 V non stabilized

Relay 2 NO 60 mA/350 V, Ron = 35 , Uizol =1500 VRMS

RPL1 POWER CONTROLLER

Impulse
control

INPUT:

0..10 V
0..20 mA

I�����
Input type Quanti ty Range Remarks

Synchronizati on input 
230 V a.c. – version RPL1-xx1xx,
400 V a.c. – version RPL1-xx2xx,
500 V a.c. – version RPL1-xx3xx

-

Control voltage input 1 0...5 V
0...10 V

Rin = 20 k 
Rin = 40 k 

Control current input 1 0(4)...20 mA Rin = 125 
Control pulse input 1 0/4...32 V Rin = 20 k 
STOP signal input 1 4...8 V Rin = 1 k 

• For power control of resisti ve and resisti ve-inducti ve                                                                                           
    load (transformer connected to resistive load or to rectifier    
    circuit).
• Control mode: on/off  (similar to solid state relay),  
 pulse, phase.
• Amplifi cati on of input control signal (SPAN).
• Limitati on of load current.
• Overload protecti on.
• Signalizati on of exceeding the maximum temperature                                                                                         
   of radiator.
• Control of 3-phase load (requires two RPL1 controller                                                                                          
   units).

E������ �� �����������

Soft
Start

ILIM

RE72 RPL1
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No. Max. output 

current Load supply voltage Max. load Lose power in thyristor

1 25 A
230 V / 50 Hz
400 V / 50 Hz
500 V / 50 Hz

5.7 kW
10.0 kW
12.5 kW 

< 40 W

2 40 A
230 V / 50 Hz
400 V / 50 Hz
500 V / 50 Hz

9.2 kW
16.0 kW
20.0 kW

< 65 W

3 70 A
230 V / 50 Hz
400 V / 50 Hz
500 V / 50 Hz

16.0 kW
28.0 kW
35.0 kW 

< 120 W

4 125 A
230 V / 50 Hz
400 V / 50 Hz
500 V / 50 Hz

28.0 kW
50.0 kW
62.0 kW

< 215 W

• Leakage current in the thyristor circuit: < 20 mA
• Load type:   resisti ve or resisti ve-inducti ve (0.2<cos<1), 
    compati ble with the category of operati onal use AC-51 acc. to EN 60947-4-3



SEE ALSO:
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Controllers of
RE72 and RE82 type.
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Overall dimensions 135 x 201 x 199 mm

135 x 231 x 199 mm -  ver. RPL1-x4xx (version with a fan)

Weight 4.5 kg 
5.0 kg – ver. RPL1-x4xx (version with a fan) 

S����� ��� ������������� ������������
Electromagneti c compati bility

noise immunity
acc. to EN 60947-4-3

noise emissions
Polluti on level 2
Installati on category III
Protecti on grade from terminal side IP10 acc. to EN 60529
Protecti on grade from casing side IP20 acc. to EN 60529
Noise immunity EN 60947-4-3

Maximal phase-to-earth voltage 320 V  for power circuits and supply, 
50 V for other circuits

R���� ��������� ����������
Supply voltagea N-L1 195 ... 230 ... 253 V a.c.
Supply voltage frequency 50 Hz
Power consumpti on  4.5 VA
Temperature: ambient 0 ... 40°C
Temperature: storage -25…55
Humidity < 90 % , without condensati on
Operati ng positi on verti cal
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Ordering example:
The code: RPL1 - 1 - 1 - 2 - 00 - E - 0 means:
    RP1 -  power controller of RPL1 type
         1 -  phase control
         1 -  output current maximal 25 A
         2 -  supply voltage  - 340...400...440 V a.c.
       00 -  standard version
         E -  English
         0 -  without additi onal quality inspecti on 
                requirements.

Temperature sensor. 

RPL1-19

RPL1 - X X X XX X X
Control:
phase 1
pulse /  on/off 2
Current range:
maximal output current 25 A          1
maximal output current 40 A                2
maximal output current 70 A                     3
maximal output current 125 A* 4
Load voltage:
supply voltage            - 195...230...253 V a.c. 1
supply voltage            - 340...400...440 V a.c. 2
supply voltage            - 425...500...550 V a.c. 3
Version:
standard 00
custom-made** XX
Language:
Polish P
English E
other** X
Acceptance tests:
without additi onal quality inspecti on requirements 0
with an extra quality inspecti on certi fi cate 1
other requirements** X

For more informati on 
about  LUMEL's 

products please visit 
our website: 

www.lumel.com.pl

b) load supply ULOAD = 400 V,  
    supply UUWB = 230 V.

a) load supply ULOAD = 230 V, 
    supply UUWB = 230 V.

*  the version RPL1- x4xx has a fi xed fan
** aft er agreeing with the manufacturer

RPL1 POWER CONTROLLER

Power controller RPL1 meets the requirements of the norm EN 60947-4-3.
Cauti on:  In the case of phase control, the controller meets the requirements of electromagneti c compati bility in terms of noise   
 emissions, only when working near the transiti on of the supply voltage across zero.    

3-phase power 
controller - RP3.

OUR OFFER

www.lumel.com.pl


