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SSR LU  solid-state relays
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PD14Supply

FEATURES:

In��t
Input type Range

Impulse input 0/3 .. 32 V d.c.

• Contactless power connecti on.

• Output current up to 50 A.

• Impulse signal control.

Temperature control in the baking oven.

Rated o�erating conditions
Supply voltage 24...240 V a.c. 47 .. 63 Hz - LU001 and LU DIN 50 .. 480 V a.c. 47 .. 63 Hz 

- LU012
Temperature operati ng: -30...25...80°C

Sa�et� and com�ati�i�it� re��irements
Electromagneti c compati bility

noise immunity
noise emissions

Proof voltage 2500 V a.c.
Applicati on category AC51 - LU001 and LU DIN AC51, 52a, 53a - LU012

Pt100
temperature 

sensor

 RE55
controller

Supply

Relay 
of LU typecontroller

E�am��e o� a���ication

Baking oven

O�t��ts
Type Outpute type Properti es Version code

LU001 JDA 244000 Contactless output 1-phase 40 A, 240 V LH000-0981-400-012

LU DIN 30D 244000 Contactless output 1-phase 40 A with radiator, 240 V LH000-0981-400-005

LU012 SJDA 485000 Contactless output 3-phase 3 x 50 A, 480 V LH000-0981-400-010
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SSR LU  solid-state relays
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Varistors V1-V3 must be 
connected to terminals 
U, V, W as in the fig.

Motor

Carry out electrical connections using 
wires of following cross-sections:
- control circuit: 0.5... 2.5 mm2

- load circuit: 6... 16 mm2

For more information 
about LUMEL's 

products please visit 
our website:

www.lumel.com.pl

LU001 JDA 244000 (LH000-0981-400-012)

LOAD CAPACITY CHARACTERISTIC
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LU DIN 30D 244000 (LH000-0981-400-005)

LOAD CAPACITY CHARACTERISTIC

 (with a fan
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LU012 SJDA 485000 (LH000-0981-400-010)


